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NEW TACENS FLUXUS PRO BEARING 

 

ULTRA SILENT:  9dB  

LOWER NOISE THAN SLEEVE OR BALL BEARINGS 

 

DUST PROOF DESIGN 

CLOSED CONSTRUCTION PREVENT THE DUST AND FOREIGN BODY INTO DE BEARING 

 

LONG LIFE 

MORE THAN 60000 hrs 

 

LOW WORKING TEMPERATURE 

THE FAN WORKS PERFECTLY IN VERY HOT CONDITIONS  

PRO 

PROFESSIONAL SERIES 

AURA PRO 8cm 

AURA PRO 12cm 

Rated Voltage 12VDC 

Operation Voltage 10.8V - 13.2V 

Air Flow 16.79CFM 

Input Current 0.09A (MAX) 

Input Power 1.1W (MAX) 

Speed 1200RPM 

Weight 70 GRAMS 

Operation Temperatures -10 ºC - +70 ºC (90% PH) 
 

9 dB 

9 dB 

Rated Voltage 12VDC 

Operation Voltage 10.8V - 13.2V 

Air Flow 36.42CFM 

Input Current 0.18A (MAX) 

Input Power 2.2W (MAX) 

Speed 800RPM 

Weight 164 GRAMS 

Operation Temperatures -10 ºC - +70 ºC (90% PH) 
 

 

 

 

 
 

PROFESSIONAL 

ANTIVIBRATION SCREWS 
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